
NAME:

HEIGHT: WEIGHT: GENDER:

CMS

We recommend that the tape is ‘upside down’ while performing this measurement as it keeps 
the edge of the tape with the numbers on closest to the body line.

Run the tape through the small of the back and around the front at a line approximately 3” 
under the navel. The two sets of red lines indicate this.

1. WAIST LINE

CUSTOM RACE SUIT DIVISION

SUIT MEASUREMENT
PREPARING TO MEASURE:
For taking the perfect measurements, dress in a form fitting garment that is similar to Under Armor 
athletic wear. It is important that all the contours and limbs of the body are visible for accurate 
identification.

We recommend that you have someone else take your measurements. Do NOT take your own 
measurements. Make sure all the measurements are taken exactly to the skin and we will 
allow the space for the extra layers and protectors.

If there is any confusion then feel free to contact us, and a Hazardous Racing representative 
will assist you throughout the process. Otherwise, follow pictures with the given instruction. 
Accurate measurements are needed to ensure proper fit. We will build your custom fit suit to your measurements and will only 
guarantee the build is made to your specifications. Please take measurements with care and do not hesitate to ask questions.

If you intend to wear additional body armor (e.g. back protector and/or chest guard) they must be worn 
while taking the measurements. Use a soft measurement tape that has markings in CM. 
(Centimeters)



CMS

CMS3. NECK

Measure around the lower edge of the neck with an upside down tape. (It is best to turn 
your head left).

Follow the indicated red lines, which aim to demonstrate where the neckline of the suit and 
lower edge of the collar would be.

If in doubt it is nearly always 4 - 4.5” bigger than your true shirt collar next size.

4. SHOULDER

2. CHEST

Measure around the fullest part of the chest, while holding the tape high under the arms.

This measurement is best conducted from behind. With arms still raised out in front, 
measure around the fullest part of the chest muscle and over the shoulder blades at the 
back. A deep breath should be taken while taking this measurement.

The tape should be snug and level.

CMS
Measure towards the neck just below the ear.

This measurement is taken from where the tape was for your neck 
measurement to the center of the curve of your shoulder. 

If in any doubt, measure between the indicated red 
lines.



5. COLLAR TO ELBOW

6. ELBOW TO WRIST

7. BICEP

CMS 
Measure from the collar line that you just finished at 
and retrace your steps back out along the shoulder line.

Continue down to the back of the elbow joint and follow 
a line along the outside edge of the arm until you reach 
the cuff bone at the wrist.

Measure as per the indicated red lines.

CMS 
Measure from the back of the elbow joint (where the last 
measurement stopped) and follow a line along the outside edge 
of the arm until you reach the cuff bone at the wrist. This 
is where your suit sleeve will stop.

Measure as per the indicated red lines.

CMS 
Measure around the fullest part of a "Relaxed" bicep, 
usually about half way between the elbow and the 
armpit.

CMS 
Measure around the elbow directly over the bone and 
through the crease. This measurement should be taken with the arm at 
a 90* angle. Make sure that the tape does not fold into the crease of the elbow 
but sets like your suit will.

8. ELBOW



CMS

CMS

9. FOREARM

Start the tape on the right shoulder at a point where you would expect to see the seam of a 
traditional sleeve to begin the middle of the curve of your shoulder. Its about half way across the outer 
ball of the shoulder joint on top and as indicated by the red line.

Measure across to the exact same point on the top of the left shoulder keeping an eye on 
the center distance. Whatever you record for this measurement, satisfy yourself that at the 
center back neck, the half waypoint is equal to half of the total top back measurement. Please 
notice that this measurement is not taken straight across the shoulders and should be the measurement of where the suit will lay 
across your shoulders. Please stand in your normal stance while taking this measurement to ensure proper fitment.

Measure around the forearm at the widest point, usually 
just a few inches along from the elbow joint.

CMS
Measure around the wrist where you took measurement #6, or  

directly over the wrist bones.

10. WRIST

11. SHOULDER TO SHOULDER



12. NECK TO WAIST (FRONT)

13. NECK TO WAIST (BACK)

14. ARMPIT TO WAIST

CMS
This measurement is the first part of a total body 
circumference starting at the lower neck running down 
through the groin and back up to the nape of the neck.

For this section however we just want from the Collar to 
Navel as indicated between the red lines.

CMS
This measurement traces your steps back down the 
spine from the nape of the neck to the hollow of your 
back as indicated by the red lines.

The line through the small of your back would be 
approximately where you would envision the bottom edge 
of your trouser waistband to be (and the line of the 
connection zip in a two piece bike suit).

CMS 
Start from the dotted red line under the armpit and 
measure centrally down the outside of the torso to the 
waistline. Be sure not to place the tape into the armpit or too far below. This 
is where your suits arm opening will be. To high into the armpit will leave the 
suit cutting into your armpit. Too low will restrict lifting your elbow from your 
side.

The lower dotted red line is level with the navel. The 
lower red line is the waist line.



CMS15. FRONT OF NECK- THROUGH CROTCH - TO BACK OF NECK

a. For this section measure from the Collar to Navel as indicated between the red lines.

b. This measurement is a continuation of Collar to Navel and is taken as part of the total 
body depth. Note the red line at the groin is NOT under the groin but before you would 
continue to loop around underneath. (As a guide it should be about where you would expect 
the bottom of a fly zip to end).

c. Take the tape through the groin, around and behind the seat and up through the back, 
keeping the tape both central and against the contours of the body. Be careful under the 
groin to ensure the tape is neither too loose or tight and to help this it requires that you

stand with feet approximately 1.5 times your shoulder width apart.... about 30" or so.

d. Follow the tape until you reach the nape of the neck as indicated by the red line.



CMS

CMS 
Measure around your knee cap over the center. You can 
bend the knee a little to help see the center line.

18. MID THIGH

19. KNEE

17. UPPER THIGH

CMS
It is very important the seat is measured with the feet 
correctly placed about 30” apart. This simulates how wide 
you are when set on a bike. 

Find the line around the widest part of the seat and hips 
and ensure the tape is level at the front and the back.

CMS 
Measure around the top of the thigh at the widest point, 
which would be about 2-3” below the top of the groin 
and ensure that it is below the buttock muscle at the 
back.

Measure around the thigh at this mid thigh point.

16. HIPS



CMS

CMS

21. ANKLE

22. IN-SEAM

Take this measurement about 2” above the ankle bone 
around the narrowest part.

This is exactly where the legs of your suit will finish.

The start point is exactly where you measured the Body Depth Half Way to earlier, down to 
a level equal to the center of the knee cap and then moving forward to the center of the 
ankle bone as indicated by the lower red line.

Keep the tape on the inside of the leg and between the indicated red lines.

20. CALF CMS 
Measure around the calf at the fullest point which is 
usually around 5-6” below the center of your knee-cap.



CMS

24. KNEE TO ANKLE

Measure down the outside leg from the waistline to the 
knee as indicated by the red lines.

CMS 
Measure down the outside leg from the knee right to the 
bottom as indicated by the red line at the ankle bone.

23. WAIST TO KNEE



NAME:

HEIGHT: WEIGHT: GENDER:

(1) Waist Circumference Cms
(2) Chest Circumference Cms
(3) Neck Circumference Cms
(4) Shoulder Cms
(5) Collar to Elbow Cms
(6) Elbow to Wrist Cms
(7) Bicep Circumference Cms
(8) Elbow Circumference Cms
(9) Forearm Circumference Cms

(10) Wrist Circumference Cms
(11) Shoulder to Shoulder Cms
(12) Neck to Waist (Front) Cms
(13) Neck to Waist (Back) Cms
(14) Armpit to Waist Cms
(15) Front of Neck to Crotch Cms

to Back of Neck

(16) Hips Circumference Cms
(17) Upper Thigh Circumference Cms
(18) Mid Thigh Circumference Cms
(19) Knee Circumference Cms
(20) Calf Circumference Cms
(21) Ankle Circumference Cms
(22) In-Seam Cms
(23) Waist to Knee Cms
(24) Knee to Ankle Cms

CUSTOM RACE SUIT DIVISION



NAME:

HEIGHT: WEIGHT: GENDER:

DESIGN BUILD One Piece Two Piece

SPEC Regular Race Airbag

Color 1 PANTONE CODE

Color 2 PANTONE CODE

Color 3 PANTONE CODE

Color 4 PANTONE CODE

Others

Fixed

Detachable

Black Red Yellow

Blue Pink Orange

Front Main Thighs Bicep

Under Arm Center Back Back Sides

CUSTOM RACE SUIT DIVISION

Cow Milled 1.2-1.3mm Cow Plain 1.2-1.3mm Kangaroo 0.9-1.0mm

LEATHER

PERFORA-
TION

LINING 
COLOR

LEATHER  
COLOR

LINING 3D Spacer Mesh - 2 Lining Pockets

Regular Mesh - 2 Lining Pockets



1 2 3

4 5 6

1 2 3

4 5

1 2 3

4 5 6

SHOULDER 
MOULD

ELBOW 
MOULD

KNEE 
MOULD

Only 
option 5 & 
6 will be 
used with 
Airbag 
suits



HUMP Regular Small Hydration

ANKLE FIT Over Boot Under Boot

Shoulder Air Vents Lining Waist Belt

Stingray Panels

Flying Bats CE Level I Flying Bats CE Level II

Youth CE Level I Back Protector Rubber

ARMORS

ADD ONS

Place Size
Style 

(Leather Applique, Direct Print, 
Label Stitch)

LOGO 
LABELS Design
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